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The Back Panel functions as a deflector plate for grinding applications. 
It also prevents sparks, tools, metal and other parts to fall behind the 
downdraft table. 
 

The Back Panel intended to be used for the following 
applications: 
• grinding

Do not use the Back Panel for the following applications or in 
the following circumstances: 
• MIG-MAG/GMAW welding
• TIG welding
• FCAW welding
• stick/MMAW welding
  

 

 
  

Back Panel for downdraft table

Description

Applications

Specifications

• Physical dimensions and properties
Dimensions (L x W x D) 1326 x 647 x 145 mm 

(52.2 x 25.5 x 5.7 in.)

Material sheet metal

Colour black RAL 9005 (gloss grade 85%)

Weight (net) 17 kg (37.5 lbs)

• Product combinations
DFD downdraft table with disposable filter

DFS downdraft table with manual self-
cleaning filter

DFS/A downdraft table with automatic self-
cleaning filter

• Available options/accessories
Side panels

Working light

Movement sensor automatic start/stop device 
(downdraft table type DFS/A only)

• Scope of supply
Back panel

• Order information
Article number 0040200010

Number/package 1

• Shipping data
Gross weight 18,5 kg (40.8 lbs)

Packing dimensions 1345 x 700 x 165 mm
(53.0 x 27.6 x 6.5 in.)

Harmonized Tariff Code 84213920

Country of origin Sweden

• Approvals/certificates

Product type : Back Panel
Art. no. : 0040200010
Product category : options and accessories

Version : 170408/0

Euromate BV
P.O. Box 9350
1800 GJ  Alkmaar
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